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QUOTE : LH2257-2

QUAN UM DESCRIPTION
NDOWS

WI
5 EA WINDOW: 46x27. HORIZONTAL SLIDER. CLEAR GLASS & MILL FINISH
ELECTRICAL
1 EA SERVICE: 120/240 VOLT, SINGLE PHASE. 3 WIRE, 60 HZ. w/GROUND
1 EA LOAD CENTER: 100 AMP w/MAIN. SINGLE PHASE
20 EA RACEWAY: 1/2" EMT CONDUIT CONCEALED w/MIN. #12 THHN
6 EA LIGHT: DIFFUSED, SURFACE MTD., 4', 2 TUBE, FLUORESCENT
2 EA LIGHT: EXTERIOR, STANDARD
4 EA SWITCH: 15 AMP, 120 V., SILENT TOGGLE TVPE, STANDARD
8 EA RECEPT: 15 AMP, 120 V., DUPLEX, GROUNDING TYPE
? EA MISC.: SGL. GANG ACCESS BOX w/1/2" EMT CONDUIT DROP THRU FLR
PLUMBING .

NONE
HVAC
1 EA HEAT/COOL: WALL HUNG, 2 TON COOLING w/10KW HEAT
30 LF DUCTWORK: 8"x16", FIBERGLASS. CEILING SUPPLY
2 EA RETURN AIR: 14x14 GRILLE FOR WALL OR INTERIOR DOORS
1 EA MISC.: FRESH AIR KIT FOR WALL HUNG A/C - :
FURNITURE
20 LF OVERHEAD SHELF: VINYL COVERED WIRE
2 EA DESK: 10* w/FILES (1)
CODE INFORMATION ’
1 EA ILLINOIS PLAN REVIEW, NEW
1 EA ILLINOIS STATE SEAL
1 EA ILLINOIS CERTIFICATE OF COMPLIANCE
1 EA ILLINDIS ARCHITECT'S SEAL, PUBLIC USE BUILDING
NOTES & EXCEPTIONS
1'EA THIS QUOTE IS VALID FOR 30 DAYS FROM DAYE NOTED.
‘1 EA F.0.B. BRISTOL, IN
1 EA MARK LINE TAKES EXCEPTION TO BRAND NAMES UNLESS NOTED.
1 EA O/E MEANS “OR EQUAL".
1 EA MATERIALS ARE MARK LINE STANDARD UNLESS STATED OTHERWISE .
1 EA ANYTHING NOT SPECIFICALLY MENTIONED IS NOT QUOTED.
1 EA CHANGES IN THE SPECIFICATIONS OR FLOOR PLAN VOID THIS QUOTE.
1 EA MARK LINE INDUSTRIES ASSUMES NO LIQUIDATED DAMAGES.
1 EA MARK LINE NOT RESPONSIBLE FOR LOCAL CODE COMPLIANCE .
1 EA COLOR SELECTIONS ARE CRITICAL TO TIMELY COMPLETION.
1 EA ALL DOOR ADJUSTMENTS AT SITE BY. OTHERS.
1 EA WIRING & CONNECTION TQ MAIN DISTRIBUTION PANEL BY OTHERS.
1 EA 208 V. POWER SUPPLY DERATE ELEC. RESISTANT HEAT BTU QUTPUT,
L EA MAIN OISTRIBUTION PANEL BY OTHERS.
1 EA ALL LUMBER AND PLYWOOD SIZES ARE NOMINAL.
1 EA MODIFICATIONS MADE TO C/A DRAWG WILL AFFECT COMPLETION DATES
1 EA INSTALLATION OF EXTERIOR LIGHT BY OTHERS ON SITE.
1 EA TOILET FACILITIES ARE TO BE PROVIDED BY OTHERS ON SITE, REQ"
1 EA MOP SINK SUPPLIED & INSTALLED BY OTHERS AT SITE.
EA DRINKING FOUNTAIN SUPPLIED & INSTALLED BY QTHERS AT SITE.
MISCELLANEOUS '
' 1 EA OPTIONS:
1 EA

SKIRT:4'x8'SHEET,019"ALUMINUM, SHIP LOOSE

-
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QUOTATION

: BILE TNDUSTRIES QUOTE : LH2257-2
ggﬁtgg REP : ?853” HOBILE. THES OUOTE DATE : 09/29/04
‘BOX . 10X36X8 :

PROJECT . F.0.

QUAN UM DESCRIPTION
SINGLE -MODEL NUMBER
1 EA F1040

E

16 LF CROSSMEMBER/OUTRIGGER: 10' WIDE w/CM @ 48" 0.C. c
1 EA HITCH TYPE: DETACHABLE '
1 EA AXLE: QUANTITY AS REQUIRED

OOR
360 SF BOTTOM BOARD: STANDARD ROLL TYPE :
360 SF INSULATION: R-19 FIBERGLASS, UNFACED
360 SF FLOOR JOISTS: 2x6, 16" OC
360 SF DECKING: SINGLE LAYER, 5/8", PLYWOOD
360 SF COVERING: 1/8" VINYL COMPOSITION TILE
EXTERIOR WALLS
92 LF FRAMING: 2x4x8'0*, 16" 0.C., BOCA/UBC
92 LF TOP PLATE: DOUBLE 2x4
92 LF WALL COVERING: 1/2" GROUP I VINYL GYPSUM
92 LF WALL SHEATHING: 1/8" THERMOPLY STRUCTURAL SHEATHING
92 LF WALL SHEATHING: SIMPLEX BARRICADE BUILDING WRAP
92 LF INSULATION: R-11 FIBERGLASS, UNFACED
92 LF SIDING: .019" ALUMINUM, VERTICAL SHEETS
92 LF TRIM: .019" ALUMINUM
CLASS A GYPSUM WITH 25 OR LESS FLAME SPREAD RATING
INTERIOR WALLS :
16 EA FRAMING: 2x4x8'0", 16" 0.C.. BOCA/UBC
16 EA TOP PLATE: DOUBLE 2x4
32 EA WALL COVERING: 1/2" GROUP I VINYL GYPSUM
16 EA INSULATION: R-11 FIBERGLASS, UNFACED
124 EA VINYL COVE BASE: 4 INCH
CLASS A GYPSUM WITH 25 OR LESS FLAME SPREAD RATING
ROOF STRUCTURE o
36 LF TRUSS: 10' WIDE, BOW, 30# LL
360 SF CEILING: 1/2" PREFINISHED GYPSUM. g
360 SF INSULATION: R-19 FIBERGLASS, UNFACED
360 SF SHEATHING: 3/8" MINIMUM, PLYWOOD OR OSB
360 SF ROOFING: GALVANIZED STEEL ROLLED ROOFING
1 EA MISC.: POWER ROOF VENTILATOR w/HUMIDISTAT
2 EA MISC.: GABLE VENT, 8"x8"
CLASS A GYPSUM WITH 25 OR LESS FLAME SPREAD RATING
EXTERIOR DOORS
2 EA 3/0x6/8 HD w/EXTRUDED ALUMINUM JAMB, LITE & LOCKSET
2 EA LEVER HARDWARE
EXTERIOR DOORS TO BE VINYL CLAD
INTERIOR DQORS :
1 EA 2/0x6/8, PREFINISHED, HOLLOW CORE w/STATNED PINE JAMB
1 EA 3/0x6/8, PREFINISHED, HOLLOW CORE w/STAINED PINE JAMB
2 EA PASSAGE SET, LEVER TYPE (FOR H/C DOOR)
2 EA MISC.: DOOR BUMPER

FRAM

FL

* QUOTATTION CONTINUES *



